ISO/TS 13499 - RED C : 2020 Y The coordinate reference system

Active Safety Systems according ISO_8855 1991
is different to SAE J211 1985.
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Testobject 1 1 Vehicle 1 (VUT = Vehicle under Test,
TV = Test Vehicle,
SV = Subject Vehicle)
Testobject 2 2 Vehicle 2 (GVT = Global Vehicle Target,

VT = Vehicle Target,
POV = Principle Other Vehicle)

Testobject 3 T Test Ground
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ISO/TS 13499 - RED C : 2020
Active Safety Systems
Vulnerable Road Users
2020-06-17

The coordinate reference system
according ISO_8855 1991
is different to SAE J211 1985.
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Vehicle under Test,
Test Vehicle,
Subject Vehicle)

EuroNCAP Pedestrian Target,
EuroNCAP Bicyclist and Bike Target,
Test Target)
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ISO/TS 13499 - RED C : 2020 Y The coordinate reference system

Active Safety Systems according ISO_8855 1991
Lane Support Systems is different to SAE J211 1985.
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Testobject 1 1 Vehicle 1 (VUT = Vehicle under Test,
TV = Test Vehicle,
SV = Subject Vehicle)
Testobject 2 2 Target (GVT = Global Vehicle Target,

VT = Vehicle Target,
POV = Principle Other Vehicle)

Testobject 3 T Test Ground
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